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Many thanks for purchasing SEIKO Bell Timer. 

Before putting your SEIKO Bell Timer system to use, pl ease be sure to carefully read 

through this manual as it has been designed to provi de you with information for 

correct handling, use and maintenance necessary for safe, long-lasting and trouble-free 

operation. Keep this manual at hand for ready referen ce. 
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(1) This manual is the property of SEIKO and may not without the express written consent of SEIKO 
be copied or reproduced in any form, in whole or in part, or used for any purpose other than that 
for which it is supplied. 

(2) This manual may be subject to change without notice. 
(3) This manual has been prepared to give complete information necessary for the operation, use, 

handling and maintenance of MODEL QBT-30.  For the purpose of our constant technical manual 
improvement program, your questions, advice, suggestions and comments on the descriptions, 
illustrations, procedures or any matter concerning this manual are highly appreciated. 

(4) SEIKO shall have no liability to the user in respect of any loss or damages, whether consequential 
or incidental, sustained by the user if such loss or damages are: 
1) due to abuse, misuse, failure to observe instructions given in the manual furnished by SEIKO 

and neglect of other reasonable care and servicing due to be done by the user irrespective of 
such instructions, and failure due to deliberate actions or gross negligence or accident; 

2) caused by changes, modifications, or alterations made without prior written consent of SEIKO 
or by any person other than authorized by SEIKO; or, 

3) due to negligence on the part of the user of what should be done or should not be done as a 
good caretaker of Bell Timer Model QBT-30. 
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 � The symbols and terms used in this manual are explained below. 
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DANGER
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DANGER is used to indicate the presence of an imminent hazard 
which is LIKELY to cause SEVERE personal injury, death, or 
substantial property damage if the instructions under this heading 
are ignored. 
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WARNING
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WARNING is used to indicate such operational procedures, 
practices, or situations that may result in personal injury or loss of 
life if relevant instructions are not followed correctly. 
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The following pictorial symbols indicate what must not be done. 
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The following pictorial symbols indicate what must be done. 
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Prohibition 
against 

disassembly/t
ampering 

Prohibition 
against 

exposure to 
water

Prohibition 
against touch 

General 
instructions 

Connection of 
grounding 
conductor 

Extraction of 
the power 

plug
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The following precautions must be strictly observed for the safety of yourself and your fellow workers and for 
the protection of property from loss and damages. 
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Prohibition 
against 

unauthorized 
installation and 

electrical 
engineering 

work 
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Never attempt any of installation work, electrical engineering, and any of 
the jobs instructed to the engineering outfit ("Installation Instructions").  All 
of these jobs must always be commissioned to your engineering outfit 
because they involve electric shock hazards, fire hazards and falling 
hazards. 
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The Bell Timer QBT-30 is designed for indoor use, and must not be 
installed outdoors. Otherwise, rainwater may infiltrate into the product to 
cause electric shock or fire accident.
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Selection of 
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It must not be installed in the bathroom or washing area or other damp 
places, either. This may cause fire or electric shock hazard.

�.���:!•�ü�W �
Actions to take 

in case of 
troubles
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In case of abnormalities (QBT-30 is giving forth smoke, burnt smell, or is 
hot to the touch, or showing other abnormal symptoms), shut down QBT-30 
immediately, unplug the power cord, and call your nearby SEIKO dealer or 
agent for repair service. If QBT-30 is left to take care of itself, it may result in 
a risk of electric shock or fire.
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Prohibition 
against 

unauthorized 
disassembly, 

repair or 
modification
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Call your nearby SEIKO dealer or agent for repair service. Unauthorized 
disassembly, repair or modification may cause electric shock accidents or 
fire accidents.
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Operating
precautions
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To operate QBT-30, its door needs to be opened to expose internal 
components. Do not meddle with any parts other than designated controls. 
Otherwise, fatal electric shock or fire accident may result.
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Prohibition 

against wetting 
with liquids 

(water, 
chemicals)
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Never immerse QBT-30 into water or any other liquid, or never splash water 
or any other liquid against QBT-30. Should any liquid enter QBT-30, unplug 
the power cord, and call your SEIKO dealer or agent for inspection and 
servicing. If QBT-30 is left to take care of itself, it may result in a risk of 
electric shock or fire.
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Prohibition 

against 
handling with 

wet hands
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Never operate QBT-30 or POWER switch with wet hands. Otherwise, you 
may be killed by electric shock.
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Always hold the plug firm when plugging and unplugging the power cord. If 
you strain the power cord, it may be damaged to cause fire or electric shock 
hazard.
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Handle the power cord with care not to damage it. Never load the power 
cord with a heavy object. Never bend over the power cord unduly. All these 
could lead to fatal electric shock or fire accident.

�S�@!Ù"�!ï�Ï �
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Handling of 
power cord
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Never use the damaged power cord or shoddily-repaired power cord as by 
taping. This may cause fire or electric shock hazard.
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Use a power supply of a specified rating only.  Otherwise, electric shock or 
fire accident may result.

�S�@ �
Power supply
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Before plugging the power cord into the wall outlet, make sure that the 
power supplied to the primary terminals of the circuit breaker has a 
specified voltage rating. If the rating is other than specified for QBT-30, 
electric shock or fire accident may result. 
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Confirmation of 

grounding
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Check to see if a grounding conductor is terminated to QBT-30. If QBT is 
not grounded, electric shock accident may result when the product gets 
faulty or leaky. The grounding work is required to be of Class D or higher 
rating, and shall be undertaken by a licensed electrician.
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Prohibition 
against 

unauthorized 
fuse 

replacement
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Call your SEIKO dealer or agent for fuse replacement service.  Do not 
attempt the fuse replacement yourself unless you are qualified for the job. 
This is important to prevent fatal electric shock accident.
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Precautions on 
the servicing of 
QBT-30 casing
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Before cleaning the surface of the casing, be sure to unplug the power 
cord. Fatal electric shock accident may happen if you attempt to wipe the 
casing with a damp cloth.
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Prohibition 
against 

unauthorized 
servicing of the 

internal
components
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Call your SEIKO dealer or agent for the servicing of internal components. 
Do not attempt yourself unless you are qualified for the job.  This is 
important to prevent fatal electric shock accident.
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����1™�Ì��WARNING ��

�Õ�å�Ä�¬�û�™�É
¯	V�™�®�M Precautions on installation work �>

!‚!•�L�<!ž!Z�‹�s!š�¨�W!†!™!s!–!~!•!„!s![�‹�Ë��!•!Ž!°!Z
f!{
Ú�»!ˆ!º!—!Z
	[�S!³�É�Î!•�¾�Æ!š!™!¹!­!ˆ![ �

The Bell Timer QBT-30 is designed for indoor use, and must not be 
installed outdoors. Otherwise, rainwater may infiltrate into the product to 
cause electric shock or fire accident.

�Õ!¹�Ä!€�&	Ñ �
!•� 	ø �

Selection of 
location for 
installation


Ø�4!³
f�&!™!˜�;
b!•�v!s	Ñ!š�¨�W!†!™!s!–!~!•!„!s![	[�S!³�É�Î!•�¾�Æ!š
!™!¹!­!ˆ![ �

It must not be installed in the bathroom or washing area or other electric 
shock- or fire accident-prone damp places, either.

�Õ!¹�Ä!€�&	Ñ �
!•�•�G �

Load-bearing 
capacity

�Õ!¹�Ä!€!º�k�o�K!•�¨�o!{!Z!‚!•�L�<!•�û!„!š�—���‘!w!¸!»!º!‚!—!Á�)!z!°
!•!~!•!„!s![!‚!•�L�<!•�û!„!ž!Z�–"U"Ž"Š!–!ˆ![�•�G!•�Š!s	Ñ!š�Õ!¹�Ä!€!Ž
�&�ó!Z
0�c!™!˜!–�L�<!{�ó�f!†!Z�´�ò�™
Ï!š!s!Ž!º!‚!—!{!q!¹!­!ˆ![ �

Make sure that the wall or other structure onto which the product is to be 
mounted has a sufficient strength to bear up against the load of the 
product. The maximum weight of the product is about 2 kg. If the wall 
strength is not sufficient, it may yield to the product weight or external 
shocks, letting fall the product to cause fatal accidents.

!Ù"�!Õ"�"�!î �
�O�•!•�Õ!¹ �
�Ä!€
þ
¥ �
Mounting onto 
the concrete 

wall

�O�•!{!Ù"�!Õ"�"�!î!•�&�ó!ž!Z"s"|!ý"�!Ö!—�™!ó!Þ!Á!ƒ����!~!•!„!s![�™!ó
!Þ!•!€!š!·!º�Õ!¹�Ä!€!ž!Z�Ì�c!š�
!¾!™!s!–!~!•!„!s![�Ø�ß!³
0�c!™!˜!–�L
�<!{�ó�f!†!Z�´�ò�™
Ï!š!s!Ž!º!‚!—!{!q!¹!­!ˆ![ �

Fasten the product onto the wall using anchor plugs (PY plug or the like) 
and wood screws.  Never use the wood screws alone to fasten the 
product. Wood screws may yield under wind pressure and vibrations, and 
let fall the product to cause fatal accidents.

�Õ!¹�Ä!€!ó!Þ �
!•�ø!°�Ä!€ �

Fastening

�L�<!•�Õ!¹�Ä!€!ó!Þ!ž�—��!š�ø!°�Ä!€!•!~!•!„!s![�ø!°�Ä!€!{�g�—��!•!—�Ø
�ß!³
0�c!™!˜!–�L�<!{�ó�f!†!Z�´�ò�™
Ï!š!s!Ž!º!‚!—!{!q!¹!­!ˆ![ �

Be sure to tighten each wood screw into the anchor plug fully. If the 
screws are not fastened securely, the product may come off from the wall 
as the screws may loosen off under the influence of wind pressure or 
vibrations, causing fatal accidents.
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�S
b�û�™ �
Electrical 

engineering 

�S�@"�
W�Ü���I�â���è!š�½�ô!ˆ!º!—!|!ž!Z�S�@!ý"�!Ö!{	÷!z!»!•!s!º!‚!—!Á
�)�Ð!†!•!~!•!„!s![	[�S!ˆ!º!‚!—!{!q!¹!­!ˆ![ �

Prior to the wiring of the terminal blocks for power input and contact signal 
output circuits, make sure that the power cord is unplugged.  You are 
warned against working on live circuits as they involve fatal electric shock 
hazards. 


W�â�û�™ �
Grounding work 

�L�<!•!È"�!ß�â��!š!È"�!ß�ô!Á�Õ!¹�Ä!€!•!~!•!„!s![!È"�!ß�ô!{�Õ!¹�Ä!s!•
!s!™!s!—!Z
Ï�&!³�h�S!•!—!|	[�S!ˆ!º!‚!—!{!q!¹!­!ˆ![!™!y!Z
W�â!ž"g�”
W
�â�Ì�e!•�û�™!Á���û!†!•!~!•!„!s![ �

Ground the Bell Timer Model QBT-30 by connecting a grounding 
conductor to its grounding terminal. This is important for the prevention of 
electric shock hazards in case of troubles such as earth leakage fault. 
The grounding work must be Class D or higher in rating. 

�â���è �
�,�1!Ñ!ö"�!• �
�Õ!¹�Ä!€ �

Installation of 
terminal board 

cover 

�S�@"�
W�Ü���I�â���è!•�½�ô�ú�…�¸!Z�â���è!•�,�1!Ñ!ö"�!Á!±!—!•�î�W!š�Õ
!¹�Ä!€!•!~!•!„!s![�Õ!¹�Ä!s!•!s!™!s!—!Z	[�S!ˆ!º!‚!—!{!q!¹!­!ˆ![ �

After wiring the terminal blocks for power supply and contact signal output 
circuits, be sure to replace the terminal board cover for the protection of 
operators against electric shock. 


&�-!„!»!Ž�S�ß�Ì�s!ž����!†!™!s!–!~!•!„!s![	[�S!³�É�Î!•�¾�Æ!š!™!¹!­
!ˆ![ �

Use a power supply of a specified rating only.  Otherwise, electric 
shock or fire accident may result. 

�S�@ �
Power supply �S�@!ý"�!Ö!Á!Ù"�!á"�!î!š��!†�B!¯�-!š!Z�S�@�â��!š�½�ô!„!»!•!s!º�S�ß!{


&!†!s!‚!—!Á�)�Ð!†!•!~!•!„!s![	[�S!³�É�Î!•�¾�Æ!š!™!¹!­!ˆ![ �
Before plugging the power cord into the wall outlet, make sure that the 
power supplied to the primary terminals of the circuit breaker has a 
specified voltage rating. 
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��

 �
"U"Q�’�r ! Overview ��

��
�Ë�Ý�±�–�Ð�î��>O>@>R>+>1>.���c�
�”�¼�ß�¢�ì0£�b�µ+��_�•�<�
�É�ß�¢�Û�Ò�_�|�~�õ�–�b�ì�I�_�Ó�ß�¹
�•�b+¬�· ‡�Ì�x�¥4Š�l�b�K!l���Š�†/œ�:�G�\�@���¶�r�M���G�€�}�b�É�ß�¢�Û�Ò�c�
�›�Y�¥�"�)�_0¿��
�•+��^4�6ë�É�ß�¢�Û�Ò�‰�'�\�^�W�Z�>�~�
�ï�8�@���Æ�_�^�W�Z�8�r�M����
�r�S�
�œ�É�©�Ù�å�b�±�–�Ò�Ü�å�¡3æ�™�µ�
�6�•�8�c6×�<�w�™�þ�†�Q#Ý�M�•�G�\�_�|�~�
6×�<�† =7Á�<
�†���‡$×�_+¬�·�w�™�K�Z�
�ì�I�†�G&��_�–�X�G�\�@���¶�r�M����

SEIKO bell timer Model QBT-30 serves as an analog clock. In addition, QBT-30 is capable of being 
programmed to play melodies automatically at preset times and/or deliver contact signal output to 
external circuits. A weekly programming system is used to specify the sequence of these operations on 
a day-of-the-week basis. 

If SEIKO TimeLink(R) transmitter-receiver or LF radio receiver available as optional feature is used, it is 
possible to receive the standard radio wave automatically at regular intervals to keep accurate time for 
QBT-30 at all times. (Japan Only) 

 �
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"V"Q�L�<!•�N�È !  Features of QBT-30 ��

��
�¦ �> 
Æ4Š�ì0£�_9×(­�Ø�b�È���†�Q#Ý�K�
�¹�’�v�j�s>1&Ê�†��#'�K�Z�8�r�M����
�¦ �> +¬�·1*5*�Ò�î�È�†�G#Ý�K�Z�8�r�M�b�[�
�ì�I�œ�ƒ�O�†�M�•7•�_�”�¼�ß�¢�ì0£�b5*�)*(�œ�ƒ�O�@��

�Y0[�[�M����
�¦ �> �q�±>4>.�É�ß�¢�Û�Ò�@0¿���[�A�r�M�b�[�
�œ�È�8#Ý3õ�_�H�Q#Ý�8�S�T�E�r�M����
�¦ �> "‚'g�K�S>0�³�Õ�¿�Ý�b!“7Á�}�K!l���Š�†�w�K�
�›'��µ�þ�b�D�š�_�H�Q#Ý�8�S�T�E�r�M����
�¦ �> 
²>/>.�d�b�Ó�ß�¹�•�†�w�K�É�ß�¢�Û�Ò�H�\�b�d4E�¥�@�•+��[�M����
�¦ �> �œ�É�©�Ù�å�b�±�–�Ò�Ü�å�¡�µ+��†�Q#Ý�M�•�G�\�_�|�~�
�ì�I�œ�ƒ�O�@�Y0[�[�M����

�r�S�
�W�¶�§�Ð�î�±�–�Ò�@���‹�I�€�S���œ�v+¬�·$×�_�P�Â�K�r�M����
>&�9�Ž��>X>?>1>.>1>L���r�S�c��>Q>J>P>+>0>.>/�\>Q>U>+>1>.>0�@�²0[�\�^�~�r�M��>'��

�¦ �> �W0°8o% �b���‹�_�|�~�
#”�C�_4Ä�Ö�K�S0����\�^�W�Z�8�r�M����
�� �� �� �í��>P>m>F>Q�æ�ç��4:�œ����
�� �� �� �í�½�•�»7Á�å�b�Y�G#Ý��
�� �� �� �í�˜2�7Á�Š�b�*�ö��

�¦ Equipped with a high-precision quartz oscillator, the internal clock operates at a monthly 
average rate of �s  3 seconds. 

�¦ An automatic hand-correction movement is employed, eliminating the need for analog clock 
hand setting at the time of time setting. 

�¦ Up to 60 programs can be set to cover a wide range of applications. 
�¦ Two independent channels are available for dry contact signal outputs for control of various 

devices. 

�¦ 10 melodies are available for programming. 
�¦  (Japan Only)  Optional TimeLink(R) function eliminates the need for time setting. QBT-30 

automatically responds to the implementation of summer time system. (For the 
implementation of the daylight-saving system, these options are required: ZA303N or 
SLR-201, and SW-302) 

�¦ Featured by the following, QBT-30 is an environmentally friendly product. 
>ƒConforming to RoHS Directive 
>ƒElimination of need for Ni-Cd batteries 
>ƒReduction of power consumption��

��

"W"Q�Ä�“�<"��–�s�< !  Accessories and Spares ��

��

�Ü�“ �� �í �£ 
� �� ��
Accessories and Spares ��

�X�� 5� ��
Quantity ��


� �� *ƒ��
Remarks ��

�}%T'ƒ�Ê>&>K>1>'��
Crimp terminal (M3)��

>4�¶��6 pcs.��
7Á ;�í�K!l���Š'ƒ�Ê#Ý��
For power input and contact signal output��

�}%T'ƒ�Ê>&>K>2>'��
Crimp terminal (M4)��

>/�¶�� 1 pc.��
�”�î�«'ƒ�Ê#Ý��
For grounding��

�x�Œ�¿�ª>&>K>2>,>/>'��
Round-headed wood screw(M4.1)��

>1�¶��3 pcs.��
�•�/�[��#Ý��
For securing QBT-30��

�v�Ü�N�M�W��
Mounting hole drilling template��

>/�Û�� 1 sheet��
�•�/�[��#Ý��
For drilling QBT-30 mounting holes��

>?>A�¥�î�»��
AC power cord��

>/�•�� 1 pc.��
>?>A>/>.>.>T#Ý>&�\
Æ�S#Ý>'��
For AC100V (Japan only) ��

�v�…1��Â�i��
Operating instruction manual��

>/4Š��1 copy��
�•�i��
This manual��

�–0É�i��
Warranty registration card��

>/�Û�� 1 card��
�\
Æ�S#Ý����
(Japan only) ��
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7Á ;
°�Š��
Power input �

AC90V>| 120V

AC200V>| 240V

LINE OUT

QBT-30 

�¥4Š�”�å�É��
�¥4Š�«�Æ�î�•��


Æ4Š�«�Æ�î�•��
Built-in speaker 

�’�—�€�>

�’�—�•�>
�K!l���Š��  Contact signal output�>

!·�Â�þ
½�^�]��
Lights, etc.

�d!·�Â�þ
½�x�¥4Š�”�å�É�b��
7Á ;�D�š�^�]�_�H�<#Ý�8�S�T�E�r�M��

* Available for control of 
power supply to the 
luminaires, external 
amplifiers, etc.�>

�©�•�‚�•�‚�• >&�9�Ž>' �>
�d�‡
Æ#Ý����

�±�–�Ò�Ü�å�¡��
�d"I���`7Á�Š!“)z��

�¢�¦�|�‚�•�• >&�9�Ž>'
�d�‡
Æ#Ý��

�¢�›�¡�|�•�•�€ >&�9�Ž>'
�d�‡�¥#Ý��

External
amplifier

External speaker 

�† =7Á�<��

�† =7Á�<��

Japan Onl y
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�Õ���”�¼�ß�¢�ì0£�� �� �� >05*�'��

�� �� �� �� �� 
Æ-¶�¹�ª�±�Ý�ì0£�\4��·�K�Z�·�A�r�M����

�� �Õ���ï�84Š�� �� �� �ì�I0¿���x�
�±�–�Ð�î�É�ß�¢�Û�Ò�b0¿���†/œ�8�r�M����

�� �� �� �� �� �®��#ì8��_�Z�
0¿��
Æ���†&�1��K�^�@�}�ï�8�@�[�A�r�M����

�� �Õ���®��#ì8��� �� �� 3û�–�c#'�~�ì�I�†�¹�ª�±�Ý/²&g�K�r�M����

0¿���p�c�
0¿��
Æ���b&�1��@�[�A�r�M����

�Õ���«�Æ�î�•�� �� �� �Ó�ß�¹�•�†;��}�K�r�M����

�Õ��>J>G>L>C�� >M>S>R�� �� �Ó�ß�¹�•���Š�[�M���¥4Š�”�å�É�_�K)F�K�r�M����

�Õ��7Á ;�í�K!l���Š'ƒ�Ê�Ž�� �� >?>A
°�Š#Ý�
�K!l���Š#Ý>&>0�G2°>'��

�Õ���”�î�«'ƒ�Ê�� �� �� �”�î�«�_�K)F�K�r�M����

�Õ Analog clock  Two-hand type 
    Interlocked with the built-in digital clock 
�Õ Control panel  Used for time setting and timer programming. 
    The control panel can be manipulated while visually checking the 
    settings on the LCD screen. 
�Õ LCD screen   Usually, indicates the present time digitally. 
    During setting up, displays the data being set up for you  
    confirmation. 
�Õ Speaker   Plays a melody.
�Õ LINE OUT   Melody output terminal, to be connected to an external amplifier.
�Õ Terminal blocks for power input 
   and contact signal output For AC power supply, and contact signal output (2   
    channels) 
�Õ GND terminal  To be connected to the grounding conductor.��

�”�¼�ß�¢�ì0£��  Analog clock��

�«�Æ�î�•��  Speaker�� �«�Æ�î�•��  Speaker��
�ï�84Š����
Control panel��

7Á ;�í�K!l���Š'ƒ�Ê�Ž����
Terminal blocks for power input and 
contact signal output��

�”�î�«'ƒ�Ê��  GND terminal��>J>G>L>C�� >M>S>R

�®��#ì8���  LCD screen��
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����1™�Ì�� WARNING ��
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Prohibition 

against 
unauthorized 

installation and 
electrical 

engineering work �

!y�2�®!ž!Z�Õ!¹�Ä!€"��S
b�û�™!y!·!¢
è�v!•!d�û�™�…�•�®!§!e!—�•!z!»!Ž
�Ò�Ë!•�ú�…!Á�Ì�c!š�
!¾!™!s!–!~!•!„!s![�Ï!‰!Z�û�™�…�•�®!§!ƒ���Â!~!•
!„!s![	[�S"��É�Î"��ó�f!•�¯��!{!q!¹!­!ˆ![ �

Never attempt any of installation work, electrical engineering, and any of 
the jobs instructed to the engineering outfit ("Installation Instructions") 
because electric shock, fire and toppling hazards are involved. �

 �
 �

�|�û�™�…�•�®���M  Instructions to the engineering outfit

 �
��

>5>, >/ �� �v �~ �Ü�E�V�b �@�– !l �� Precautions ��
��

�� �v �~ �Ü�E�� �d �b 4E�¥ �� Selection of location for installation ��

 ��)�� �
WARNING �

!‚!•�L�<!ž!Z�‹�s!š�¨�W!†!™!s!–!~!•!„!s![�‹�Ë��!•!Ž!°!Z
f!{
Ú�»!ˆ
!º!—	[�S!³�É�Î!•�¾�Æ!š!™!¹!­!ˆ![ �

The Bell Timer QBT-30 is designed for indoor use, and must not be 
installed outdoors. Otherwise, rainwater may infiltrate into the product to 
cause electric shock or fire accident. �

��

 ��)�� �
WARNING �


Ø�4!³
f�&!™!˜�;
b!•�v!s	Ñ!š�¨�W!†!™!s!–!~!•!„!s![	[�S!³�É�Î!•�¾
�Æ!š!™!¹!­!ˆ![ �

It must not be installed in the bathroom or washing area or other electric 
shock- or fire accident-prone damp places. �

�� ��  ��Ø�
 5�Ø�
�ú�·�^�]�†*ƒ�Ö�K�
#”�C�b,��8���d�†�>4E�g�C�T�I�8����
�� �� "I�_�
#”�C ��Ø�c>+>/>.�¥>|>)>3>.�¥�b6ë�b���d�_0¿*(�K�Z�C�T�I�8����

Select an installation place least susceptible to the influence of temperature, humidity and vibration.  
The ambient temperature of the selected place should be held within the range of -10�¥  to +50�¥ .��

��
�� �v �~ �Ü�E�� �d �b �I �Ø�� Load-bearing capacity ��

 ��)�� �
WARNING  �

�Õ!¹�Ä!€!º�k�o�K!•�¨�o!{!Z!‚!•�L�<!•�û!„!š�—���‘!w!¸!»!º!‚!—!Á�)
!z!°!•!~!•!„!s![!‚!•�L�<!•�û!„!ž!Z�–"U"Ž"Š!–!ˆ![�•�G!•�Š!s	Ñ!š�Õ
!¹�Ä!€!Ž�&�ó!Z
0�c!™!˜!–�L�<!{�ó�f!†!Z�´�ò�™
Ï!š!s!Ž!º!‚!—!{!q!¹
!­!ˆ![ �

Make sure that the wall or other structure onto which QBT-30 is to be 
mounted has a sufficient strength to bear up against the weight of 
QBT-30. The maximum weight of QBT-30 is about 2 kg. If the structural 
strength is not sufficient, it may yield to the weight of QBT-30 or external 
shocks, letting fall QBT-30 to cause fatal accidents. �
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��
�� 7Á ; �� Power supply ��

 ��)�� �
WARNING  �


&�-!„!»!Ž�S�ß�Ì�s!ž����!†!™!s!–!~!•!„!s![ �
!Œ!»�Ì�s!•�S�@!Á����!ˆ!º!—	[�S!³�É�Î!•�¾�Æ!š!™!¹!­!ˆ![ �

Use a power supply of a specified rating only.  Otherwise, electric shock 
or fire accident may result. �

�� �� �º�v7Á ;�c�è�ª4�)F�Q#Ý�K�r�M�b�[�
�S#Ý7Á ;�†�H�Q#Ý�C�T�I�8����
�� �� 7Á ;�c>?>A����>T>|>?>A������>T�r�S�c�
>?>A������>T>|>?>A������>T�
�Ø�<�X�c �����+�] �r�S�c �����+�] �[ �>�Q�8�C�T�I

�8����

Use an exclusive power supply as the clock system runs 24 hours a day, 365 days a year. The power 
supply should provide AC90V - AC120V or AC200V - AC240V, and its frequency should be 50Hz or 60Hz.��

��
�� 7Á�¼�d �¦ �� Electrical engineering work ��

 ��)�� �
WARNING  �

�S�@!ý"�!Ö!Á!Ù"�!á"�!î!š��!†�B!¯�-!š!Z�S�@�â��!š�½�ô!„!»!•!s!º�S
�ß!{
&!†!s!‚!—!Á�)�Ð!†!•!~!•!„!s![	[�S!³�É�Î!•�¾�Æ!š!™!¹!­!ˆ![ �

Before plugging the power cord into the wall outlet, make sure that the 
power supplied to the primary terminals of the circuit breaker has a 
specified voltage rating. If the rating is other than specified for QBT-30, 
electric shock or fire accident may result. �
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�|�û�™�…�•�®���M  Instructions to the engineering outfit  
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 �
"["Q�Õ!¹�Ä!€!—�½�ô !  Installation and Wiring �>

��
>6>, >/ �� �v �~ �Ü�E�b �) *( �� Mounting position ��

��
��
��
��
��
��
��
��
��
��
��
��
��
��

��
>6>, >0�� �v �~ �Ü�E'0 �b �M�2 �� Mounting hole sizes ��

��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
�� �d�v�~�Ü�E�)*(�c�Ü�“�b�v�Ü�N�M�W�†�<#Ý�K�
�¿�ª�†�ì�[���M�•�G�\�v�[�A�r�M����

* Mark off and make the mounting holes by making use of the mounting hole drilling template 
furnished. Or you may fix the mounting wood screws temporarily by making use of the 
mounting hole drilling template.��

�S�£�î�«�b6ä6â�b�S�u�
��

�e
��\�V4Š�†>/>.>a>k�è�V��

�h�
�³�­�?�}7³�K�Z�C�T�I�8����

Provide a clearance of at least 
10cm at the top and left of 
QBT-30 to facilitate the 
open-close operation of the front 
door.��

�h
Wall

�³�­��  Ceiling

�����V4Š��Headroom���� ��10 cm 

10 cm 
��
���e
���
Clearance 
at left����

210mm

302mm
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>6>, >1�� �h 8� �l �b �v �~ �Ü�E�� Mounting on the wall ��
��
�� �� �Õ���h 8� �@�¥ �å �¡ �Ü�î �º �b �� �œ�� Mounting on a concrete wall ��

�d �w2
 �I �€ �Z �8 �• >N>W�É�Û�¢ >&�Œ�¿ �ª >K>2>,>/ #Ý>' �† �9 3õ�H2N
° �C�T �I �8 �� ��
�
��Prepare PY plugs for M4.1 wood screws. These anchor plugs are 

available on the market. ��

 ��)�� �
WARNING  �

�O�•!{!Ù"�!Õ"�"�!î!•�&�ó!ž!Z"s"|!ý"�!Ö!—�™!ó!Þ!Á!ƒ����!~!•!„!s![
�™!ó!Þ!•!€!•�Õ!¹�Ä!€!ž!Z�Ì�c!š�
!¾!™!s!–!~!•!„!s![ �
�Ø�ß!³
0�c!™!˜!–�L�<!{�ó�f!†!Z�´�ò�™
Ï!š!s!Ž!º!‚!—!{!q!¹!­!ˆ![ �

If the wall is made of concrete, use PY plugs and wood screws for 
mounting QBT-30. Never use the wood screws alone for mounting as 
they may come off under the influence of wind pressure or vibrations to 
cause fatal accidents. �

��
��
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"s"|!ý"�!Ö ! �
PY plug �

�™!ó!Þ ! Wood 
screw �

!2�­!Á!q!€!º �
Drill mounting 
holes. �

!3"s"|!ý"�!Ö!Á �
	Ù!•�B!¯ �
Drive PY plugs 
into the drilled 
mounting holes.

!4�÷��!Á��
ú �
!ˆ!º �
Cut off the 
excess 
projections. �

!5�Ä�“!•�™!ó!Þ �
!–�Õ!¹�Ä!€!º �
Mount QBT-30, 
and secure with 
the wood screws 
furnished. �

!ï"�"��² , � B K !ý"�!Ö
&�- �
Drill hole: Specified PY plug

>N>W�É�Û�¢���h8��@�¥�å�¡�Ü�î�º�b���œ��
PY plug (in case QBT-30 is to be 
installed on a concrete wall)��

�v�~�Ü�E�¿�ª���Œ�¿�ª����
Mounting screw (wood screw)��


°)z�Í��
Cable entry

�v�~�Ü�E�Í
Mounting hole
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��
��
�� �� �Õ���h 8� �@�Œ�b �� �œ�� Wooden wall ��

���� ���� �v �~ �Ü�E'0 �b �M�2 ���†�g!·�K�Z�
�V4Š>0�è�d�_�Œ�¿�ª�†�a�L3¸�s�
�•�/�†�C�E�r�M�����_�È�¹�†
&�1��K�Z�W4Š�_�Œ�¿�ª�†�a�L3¸�‡�[)~�u�Ü�E�r�M���q�‹�_�V4Š>0�è�d�b�Œ�¿�ª�†)~�u�Ü�E�r�M����

While referring to the mounting hole layout drawing in "8.2 Mounting hole sizes ", tighten wood screws 
into two upper mounting holes, and hook the Bell Timer on them. After making sure that the Bell Timer is 
set level, provisionally tighten a wood screw into the bottom hole. Then, give a final tightening torque to 
the upper two wood screws.��

��
�� �� �Õ���v �~ �Ü�E�¿ �ª >&�Œ�¿ �ª >' �b )~�u �Ü�E�� Tightening-up of mounting screws (wood screws) ��
��

 ��)�� �
WARNING  �

�L�<!•�Õ!¹�Ä!€!ó!Þ!ž�—��!š�ø!°�Ä!€!•!~!•!„!s![�ø!°�Ä!€!{�g�—��!•
!—�Ø�ß!³
0�c!™!˜!–�L�<!{�ó�f!†!Z�´�ò�™
Ï!š!s!Ž!º!‚!—!{!q!¹!­!ˆ![ �

Be sure to tighten each wood screw into the anchor plug fully. If the 
screws are not fastened securely, QBT-30 may come off from the wall as 
the screws may loosen off under the influence of wind pressure or 
vibrations, causing fatal accidents. �

��

���û�™�…�•�®�Ó�M For the engineering outfit �>
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�|�û�™�…�•�®���M  Instructions to the engineering outfit �>
��
>6>, >2�� )� )z �� Wiring ��

�� �� �Õ��)� )z �8 �� �b �@�– �¦ 8o�� Wiring precautions ��
��

��1™�Ì��
WARNING  �

�S�@"�
W�Ü���I�â���è!š�½�ô!ˆ!º!—!|!ž!Z�S�@!ý"�!Ö!{	÷!z!»!•!s!º
!‚!—!Á�)�Ð!†!•!~!•!„!s![	[�S!ˆ!º!‚!—!{!q!¹!­!ˆ![ �

Prior to the wiring of the terminal blocks for power input and contact 
signal output circuits, make sure that the power cord is unplugged. 
You are warned against working on live circuits as they involve fatal 
electric shock hazards. �

��

��1™�Ì��
WARNING  �

�S�@"�
W�Ü���I�â���è!§!•�½�ô�ú�…�¸!Z�â���è!•�,�1!Ñ!ö"�!Á!±!—!•
�î�W!š�Õ!¹�Ä!€!•!~!•!„!s![�Õ!¹�Ä!s!•!s!™!s!—!Z	[�S!ˆ!º!‚!—!{!q
!¹!­!ˆ![ �

After wiring the terminal blocks for power supply and contact signal 
output circuits, be sure to replace the terminal board cover for the 
protection of operators against electric shock. �

��
��

�� �� �Õ��7Á ; )z �b )� )z �� Connection of power line ��

��

��

��

��

��

��

��

��

��

��

��

�� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �� �d�Ü�“�b>?>A�¥�î�»�c�Q#Ý�K�^�8�[�C�T�I�8����
* For AC200V-AC240V, do not use the AC 

power cord furnished.��

��

��1™�Ì��
WARNING  �

�L�<!•!È"�!ß�â��!š!Z!È"�!ß�ô!{�Õ!¹�Ä!€!•!q!º!‚!—!Á�)�Ð!†!•!~!•
!„!s![!È"�!ß�ô!{�Õ!¹�Ä!s!•!s!™!s!—!Z
Ï�&!³�h�S!•!—!|	[�S!ˆ!º!‚
!—!{!q!¹!­!ˆ"¢!È"�!ß�ô!ž!Z"g�”
W�â�Ì�e!•�û�™!Á�Ï�r!—!†!­!ˆ!•!–!Z
�û�™�…�•!§!ƒ���Â!~!•!„!s![ �

Check to see if a grounding conductor is terminated to QBT-30. If QBT 
is not grounded, electric shock accident may result when the product 
gets faulty or leaky. The grounding work is required to be of Class D or 
higher rating, and shall be undertaken by a licensed electrician. �

��

��

��

��
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�&�+�����������������&�+�����������$�&�������9���$�&�������9�����&�� �)�* �&�+�����������������&�+�����������$�&�������9���$�&�������9�����&�� �)�*

�Ü�“�b>?>A�¥�î�»��
AC power cord 
furnished��

�”�î�«��
GND wire��

>K>2�}%T'ƒ�Ê
>&�Ü�“��>'��
M4 crimp 
terminal
(furnished)��

>K>2�}%T'ƒ�Ê
>&�Ü�“��>'��
M4 crimp 
terminal
(furnished)��

�”�î�«��
GND wire��

>K>1�}%T'ƒ�Ê
>&�Ü�“��>'��
M3 crimp 
terminal
(furnished)

AC100V>| AC120V �[�H�Q#Ý�b���œ��
Supply voltage rating: AC100V>| AC120V

AC200V>| AC240V �[�H�Q#Ý�b���œ��
Supply voltage rating: AC200V>| AC240V��



�,��������������������
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��

�� �� �Õ���K!l �� �Š�b )� )z �� Wiring of contact signal output terminals ��

�� �� �� �� �¥4Š�µ�þ>&�È�¨�î�í.¯
œ!I�^�]>'�†�K)F�M�•���œ��
For termination of external deices (buzzer, fluorescent luminaire, etc.) 

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��
��

�� �� �Õ���Ó�ß �¹ �• �† �¥ 4Š�« �Æ�î �• �[ ;� �} �M�� �œ�� Using an external speaker to play melodies ��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��

�&�+�����������������&�+�����������$�&�������9���$�&�������9�����&�� �)�*��

�È�¨�î
Buzzer

�$�&�������9�� �$�&�������9��

!·�Â��
Luminaire 

�K!l��5� ��Current-carrying capacity 
of contacts��

>&�&�+�����&�+��>'��
�� �$�&�������9�����$>*�$�&�������9�����$��
�� �'�&�����9�����$��

�K)F�M�•�µ�þ�b��5��†�|�C&��?�u
�Z�?�})�)z�K�Z�C�T�I�8����

Make sure of the load capacity 
of equipment to be handled by 
the Bell Timer before wiring.��

�&�+�����������������&�+�����������$�&�������9���$�&�������9�����&�� �)�*

�œ�î�¹�•�œ�£�î�È�Ý��
>&�w2
��>'��
Audio cable   
 (available on the market)��

�j�K3¸�t��
Insert��

LINE OUT 

�”�å�É���9�Ž����
Amplifier (option)

�«�Æ�î�•���9�Ž����
Speaker (option)

>K>1�}%T'ƒ�Ê��
>&�Ü�“��>'��
M3 crimp 
terminals 
(furnished) 

���û�™�…�•�®�Ó�M For the engineering outfit �>
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��

�� �� �Õ���” �å �É�b 
° >-�) �† �± �– �Ð�î �D�š �M�• �� �œ�� ON-OFF control of amplifier by timer ��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��

�¥4Š�«�Æ�î�•�b8b5��c�
3û�–�c�Û�–�å���Š�Þ�Ë�Ý�†��
�q�±�_�K�S�:�<�[�
�¥4Š�”�å�É�b�Î�Ü�×�î�Ò�[1*�Z�K�Z��
�C�T�I�8����

Normally, the volume of the external speaker is adjusted 

with the volume knob of the external amplifier with the 

LINE OUT LEVEL knob set at MAX.��
��>&�q�±�_>' �� �� >&8b5�1*�Z>'

(Turn to MAX.)   (Volume adj.)��
��
��

�û�™�…�•�®�Ó�MFor the engineering outfit

�&�+�����������������&�+�����������$�&�������9���$�&�������9�����&�� �)�*

�œ�î�¹�•�œ�£�î�È�Ý��
>&�w2
��>'��
Audio cable  
(available on the market)

�j�K3¸�t��
Insert 

LINE OUT 

�”�å�É���9�Ž����
Amplifier (option)��

�«�Æ�î�•���9�Ž����
Speaker (option)��

>K>1�}%T'ƒ�Ê��
>&�Ü�“��>'��
M3 crimp 
terminal
(furnished)��

�”�å�É��  Amplifier
“>?”>Q>U

�r�S�c>A>F>0 ��or CH2

���� &Ê�S���Š�†�F�2�1�G�_�M�•�\�
�Ó�ß�¹�•�@;��•��
���� &Ê�S�_�”�å�É�b7Á ;�†
°�€�•�G�\�@�[�A�r�M��
>&0ò�K�C�c���� �����ï �8 �‰�2 ���†�g!·>'��

By turning on the "10 SEC. ADVANCE 
WARMUP" switch, you can warm up the 
amplifier 10 seconds ahead of melody 
playing. (For details, refer to "9. Operation "
below.)��

LINE OUT 
���Ó�ß�¹�•
��melody����

�”�å�É7Á ;��
Amplifier power supply��

���� &Ê��
10 seconds 

�¥4Š�”�å�É�b�Î�Ü�×�î�Ò
Volume of external 
amplifier 
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"\"Q
¦�ú
þ
¥ ! Operation ��

��
>7>, >/ �� �ï �8 4Š�+ 0[ �� An outline of the control panel ��

��
��

��
��
��
�� �q���®��#ì8��� �� >8�� #'�~�ì�I�x0¿��#ì8��†/²&g�K�r�M����
�� �r���Ô�î�»�«�–�µ�³�� >8�� #'�~�ì�I�x0¿��#ì8��_�Ô�î�»�†�)�~�p�<�r�M����
�� �s��0¿��#Ý�Î�±�å���� >8�� 0¿���Í�†�š�f�K�S�~�
�ô���M�•�\�A�_�Q#Ý�K�r�M����
�� �t���¥�Æ�î>ƒ�˜�d�� �� >8�� �É�ß�¢�Û�Ò�†�¥�Æ�î�K�S�~�
�˜�d�M�•�\�A�_�Q#Ý�K�r�M����
�� �u���Y�¥���� �� >8�� �É�Û�¢�Û�Ò�†��/œ�M�•�Y�¥�†
°�Š�M�•�\�A�_�Q#Ý�K�r�M����
�� �v���±�–�Ò�Ü�å�¡�w�™�� >8�� �±�–�Ò�Ü�å�¡�b�w�™"g�Â�†/²&g�K�r�M����
�� �w���±�–�Ò�Ü�å�¡�D�š�� >8�� �±�–�Ò�Ü�å�¡�_�|�~�ì�I�†�w�™�M�•�\�A�_�Q#Ý�K�r�M����
�� �x���§�Ð�î�±�–�Ò���� >8�� �§�Ð�î�±�–�Ò�b���‹�
0Ž7V�_�Q#Ý�K�r�M����
�� �y��0è�K;��}�K�� �� >8�� �Ó�ß�¹�•�b0è�K;��}�K�b�\�A�_�Q#Ý�K�r�M����
�� �� �� �� �z��8b5����� �� >8�� 
Æ-¶�«�Æ�î�•�b8b5�1*�Z#Ý�b�¶�Ð�Ñ�[�M����
�� �{���K!l���Š�D�š���� >8�� �K!l���Š�b�D�š�_�Q#Ý�K�r�M����
�� �|���Û�–�å���Š�Þ�Ë�Ý�� >8�� �Ó�ß�¹�•�b���Š�Þ�Ë�Ý�b1*�Z#Ý�b�¶�Ð�Ñ�[�M����
�� �}���©�«�¸�Ò�Ü�­�µ�º�� >8�� �©�«�¸�Ò
²�/�b�Ü�­�µ�º�[�M����
��

�q

�u��

�r��
�s�� �t��

�v��

�x��
�w��

�{��

�y

�z

�|

�}
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�q  LCD screen   :�� Displays the present time and the program setting screen. 
�r  MODE switch   :�� Used for changeover of present-time display mode to and 
    ��  from program setting screen display mode. 
�s  SET/SELECT/CANCEL buttons :�� Used to change or set the parameters. 
�t  COPY/PASTE/CLEAR/ 
   ALL CLEAR buttons  :�� Used to copy and clear programs. 
�u  Day-of-the-week buttons 
�� (DAY buttons)   :�� Used to enter the day of the week when a program is to be 

    ��  run. 
�v  LINK -Japan Only-   :�� Displays the TimeLink signal reception status. 
�w TIMELINK control -Japan Only-  :�� Used when receiving the time-of-day signal via TimeLink. 
�x  SUMMER TIME�� �� �� �� ��  :�� Used to turn on/off the summer time system. 
�y  MELODY TEST  :�� Used for trial run of melodies. 
�z  VOL    :�� Sound volume adjusting knob for the built-in speaker. 
�{  Dry contact output signal control :�� Used for the control of contact signal output. 
�|  LINE OUT LEVEL  :�� Melody output level adjusting knob. 
�}  SYSTEM RESET  :�� Used to reset the entire system.��

��
>7>, >0�� 7Á ; �b �ž 
° �� Powering-up ��

��
>7>,>0>,>/�� 7Á ;�b�ž
°�� Powering-up��

��
�G�K�C)�)z�@�[�A�r�K�S�}�
7Á ;�É�Û�¢�†�¥�å�­�å�º�_�j�K3¸�s�
7Á ;�†�ž
°�K�Z�C�T�I�8����
�•�/�_7Á ;�«�–�µ�³�c�6�~�r�O�‡�b�[�
�±�•�b7Á ;�†
°�€�•�G�\�_�|�~�·�8�†���u�r�M����

When the wiring has been completed correctly as specified, plug the power cord into the wall outlet 
to power up the Bell Timer. 
The Bell Timer has no POWER switch, and it is required to close the main circuit breaker to power up 
the Bell Timer system.��

��
>7>,>0>,>0�� �©�«�¸�Ò�Ü�­�µ�º�� SYSTEM RESET��

��
7Á ;�†�ž
°�K�S�}�
�²�N�©�«�¸�Ò�Ü�­�µ�º�†�²�K�Z�C�T�I�8����
>1>|>2&Ê�‹�
�®��#ì8��_�ì�I�@���r�M����
>&�G�b�ì�b�ì�I�c�
�r�T#'�~�ì�I�[�c�6�~�r�O�‡>'��

After closing the main circuit breaker, be sure to press the SYSTEM RESET button. 
In 3 to 4 seconds, the time will be displayed on the LCD screen. 
(Note that the time displayed is not the present time yet.) 

��
>7>,>0>,>1�� �”�¼�ß�¢�ì0£�b4 5*�� Motion of analog clock hands��

��
7Á ;�†�ž
°�K�S�‹�
�� �(�è
Æ�_�”�¼�ß�¢�ì0£�@�©3æ�~�[�·�8�†���u�r�M����
�^�>�
�G�b�©3æ�~�c�
�®��#ì8��_/²&g�I�€�S�ì�I�\�M+´�M�•�r�[)F�A�
�Q�b�‹3û�–�·�8�\�^�~�r�M����

�� �d�©3æ�~�†���u�S�\�A�b�”�¼�ß�¢�ì0£�b�)*(�\�
�®��#ì8��_/²&g�I�€�•�ì�I�\�b6õ�€�_�|�W�Z�c��
�� �� �M+´�K�S�ì�_�õ�F�O�N�©3æ�~�†)F�E�•�G�\�@�6�~�r�M�@�
�Q�b�‹
Ì�g�M+´�K�S�\�A�_�õ�F�K�r�M����

�� �d�©3æ�~�†�K�Z�8�•�q�p�[�v�
���Ì�î�ª�è7F�b�ï�8�†�M�•�G�\�@�[�A�r�M����

In one minute after closing the main circuit breaker, the hands of the analog clock will start running in 
a fast feed mode. 
This fast feed motion will continue until the hands are brought in synchronism with the time on the 
LCD screen.��

* Depending on the relationship between the fast feed start position of the analog clock hands and 
the time on the LCD screen, the fast feed may continue even after coincidence of hands with the 
time displayed, but will cease to continue when the coincidence occurs again. 

* You can carry out the operations described in the pages to follow even while the analog clock is 
running in the fast feed mode.��

��
��
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>7>, >1�� #' �~ �ì �I �b 0¿�� �‰�2 �� How to set the present time ��
��

�[>'>0>.>.>4�º>2�v>0>.�¥>&�Œ>'��>/>3�ì>1>.�(�_0¿���M�•����

Ex.) To set the Bell Timer at 15:30, Thursday, April 20, 2006, follow the steps below: 
��

>/�� �Ô�î �» �) �p �� Mode select
�Ô�î�»�«�–�µ�³�†�ì�I0¿���_�œ�ƒ�O�r�M����
�®��#ì8��@!l [�K�r�M����

Set the MODE select switch to TIME. 
The LCD screen will flicker.��

��

>0�� 0¿�� 6ä�� �� Setting start ��
�ô���Î�±�å�†�²�K�r�M�� ��
�º�F�@!l [�K�
0¿���@�•+��\�^�~�r�M�� ��

Press the SET button. 
The year digits will flicker to show readiness for 
setting.��

��

>1�� #' �~ �¥ �ì �b 0¿�� ��Calendar setting ��
�º�v�¥�ì�(&Ê�†0¿���K�r�M����

Set the year, month, date, hour, minute and 
seconds.

����
°�Š�ì�b�@�–������
�� �º�F����>8����������>|�������� �º�b(
�V�[�W>0�F��

���������†0¿���K�Z�C�T�I�8������
�ì�F����>8��>0>2�ì�D�[0¿���K�Z�C�T�I�8����
�Y�¥����>8��+¬�·$×�_0¿���I�€�r�M����

[Precautions on data entry] 
Year digits      : Enter two least significant digits 

within the range of 2000 to 
2099. 

Time digits      : Enter the data in the 24-hour 
format.

Day of the week  : Automatically set.

��

>2�� �• �˜ �å �º �« �± �î �º �� Count start ��
�ì��'¼�_�œ�ƒ�O�Z�ô���†�²�K�r�M����
�ô���†�²�K�S�±�–�Ñ�å�¢�?�}�

Æ4Š�ì0£�@�•�˜
�å�º�†6ä���K�r�M����

Press the SET button in tune with the time signal. 
As soon as the SET button is pressed, the built-in 
clock will start counting. 

��

>3�� 0¿�� )
 �¢ �� End of setting ��
�Ô�î�»�«�–�µ�³�†3û�–�_�`�K�r�M����
3û�– �[�^�8���œ�
�É�ß�¢�Û�Ò�·�8�†��/œ�K�r�O
�‡�� ��
�”�¼�ß�¢�ì0£�c�
�¹�ª�±�Ý�ì0£�_4��·�K�Z�
+¬
�·$×�_1*5*�K�r�M����

Set the MODE switch back to NORMAL. 
Unless the MODE switch is at NORMAL, the system 
will not perform any programmed operation.
The hands of the analog clock will be corrected 
automatically as interlocked with the digital clock.��

��

�d�� �¥�ì0¿��>&>1 ��#' �~ �¥ �ì �b 0¿�� >'�†�p�F�M�•�ì�c�

�Ÿ�Õ�å�­�Ý�†�²�K�Z�C�T�I�8����

To abort the setting of time and date ("3. Calendar 
setting "), give a push to the CANCEL button.��

��

0¿���F�b�Í�†��>/���ö�a��
Decrement the setting digit.��

0¿���F��!l [���b&ã�·��
Used to shift the flickering digit 
(setting digit).��

0¿���F�b�Í�†��>/���Q�•��
Increment the setting digit.
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�� >7>, >2�� �É�ß �¢ �Û�Ò�b 0¿�� �‰�2 �� How to set the program ��
��

>7>,>2>,>/�� 4�6ë�É�ß�¢�Û�Ò�� Weekly program��
��

>/4�6ë�b�õ�–�b�ì�I�_�
�Ó�ß�¹�•;��·�í�K!l���Š�b�É�ß�¢�Û�Ò�†�8�B�K�
��/œ�M�•�G�\�@�[�A�r�M����
�è�W�b>1'�8®�b4�6ë�É�ß�¢�Û�Ò�†���q�±>4>.�É�ß�¢�Û�Ò���r�[0¿���•+��[�M����

It is possible to prepare and run a program that plays melodies and delivers dry contact output 
signals at any scheduled times of a week. 
Up to 60 programs of the following three types can be set for QBT-30.  

��
�q��>/4�6ë�b�õ�–�b�ì�I�_�
�Ó�ß�¹�•�†;��}�M������ �� �
��>N��>0>.��
�r��>/4�6ë�b�õ�–�b�ì�I�_�
�K!l���Š�†/œ�:���� �� �� �
��>N��>0>0��
�s��>/4�6ë�b�õ�–�b�ì�I�_�
�Ó�ß�¹�•�†;��}�K�
�K!l���Š�†/œ�:�����
��>N��>0>2��

�q  Playing a melody at any scheduled time of a week   �
  P.20  
�r  Generating dry contact output signal at any scheduled time of a week �
  P.22  
�s  Carrying out the playing of a melody and the generation of a dry 

contact output signal at any scheduled time of a week   �
�� P.24  
��

>+���Ó�ß�¹�•��  Melodies��>+��
�í���É�ß�¢�Û�Ò0¿���@�[�A�•�Ó�ß�¹�•�c�
�W/²�b>/>.�d�[�M����

The programmable melodies are of the following 10 tunes:��
��

�0�(�/�2�'�<���1�R���� �d�¡��Title of music�� �d�b6×�I�� Length��
���� �˜�™�«�º�Ñ�å�«�±�î�b6•��  Westminster Chime�� ���� &Ê��sec.��
���� �š�î�¹�Ý�á�–�«��  Edelweiss�� ���� &Ê��sec.��
���� �`�I�^�
�b�Ó�ß�¹�•��  Melody Fair�� ���� &Ê��sec.��
���� �³�Ò�³�Ò>ƒ�³�™�Ü�î��  Chim Chim Cheree�� ���� &Ê��sec.��
���� �Å�Å�¹�•>ƒ�Â�Å�¹�•>ƒ�È�î��  Bibbidi-Babbidi-Boo�� ���� &Ê��sec.��
���� �¤!•�E�`!•�E��  Yuyake Koyake�� ���� &Ê��sec.��
���� ��2°��  Going Home�� ���� &Ê��sec.��
���� �9�€�b�d��  Etude Op.10,No.3�� ���� &Ê��sec.��
���� *>�ê�\5�"Ç��  Beauty and the Beast�� ���� &Ê��sec.��
������ �”>ƒ�Í�î�Ý>ƒ�½�×�î>ƒ�á�î�Ý�»��  A Whole New World�� ���� &Ê��sec.��

��
�í��
Æ-¶�«�Æ�î�•�b8b5�1*(��c�
8b5��¶�Ð�Ñ�[0¿���K�r�M����

�í���¥4Š�«�Æ�î�•�b8b5�1*�Z�c�
�Û�–�å���Š�Þ�Ë�Ý�¶�Ð�Ñ�†�q�±�_�K�S�:�<�[�
�¥4Š�”�å�É�b�Î�Ü�×�î�Ò��
�� ���[0¿���K�r�M����

�í�� The volume of the built-in speaker can be adjusted with the VOL. knob. 
�í�� Normally, the volume of the external speaker is adjusted with the volume knob of the external 

amplifier with the LINE OUT LEVEL knob set at MAX. 
��
��
>+���K!l���Š�� Dry contact output signal��>+��

�í���¥4Š�b�µ�þ�†�±�–�Ð�î�·�8�I�O�•�G�\�@�[�A�r�M����

�í���K!l���Š�c>0�³�Õ�å�¿�Ý>&>A>F>/>->A>F>0>'�[�
�É�ß�¢�Û�Ò�H�\�_���Š>A>F�†0¿���K�r�M����

�í�����Š>A>F�c�
��>A>F>/�b�s���Š����>A>F>0�b�s���Š����>A>F>/�í>0�g�‰���Š���?�}4E�¥�M�•�G�\�@��
���[�A�r�M����

�í  External devices can be controlled by QBT-30 via dry contact output signals. 
�í  The dry contact output signals are available in 2 output channels (CH1/CH2), and any of these 

channels can be assigned to each specific program. 
�í  The dry contact output signal can be delivered through CH1 alone or CH2 alone, or through 

both CH1 and CH2. 
��
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��
>7>,>2>,>0�� �Ó�ß�¹�•;��·��  Playing the melodies��
��

�[>'�É�ß�¢�Û�Ò>L>m>,>1�_�è�W�b�É�ß�¢�Û�Ò�†0¿���M�•���œ��
�Y�¥�í6ä���ì�I�� >8���v�Y�¥��>|��5 �Y�¥�� �b ��>6>8>2>3���_ ��
�Ó�ß�¹�•�� >8��>L>m>,>0>&�š�î�¹�Ý�á�–�«>' �†;��}�M ��
�K!l���Š�� >8���^�K��

Ex.)  To schedule Program No. 3 as follows: 
Day of the week and start time :  8:45 every weekday 
Melody    :  No. 2 (Edelweiss)  
Dry contact output signal  :  None 

��
>/�� �Ô�î �» �) �p �� Mode select ��

�Ô�î�»�«�–�µ�³�†�É�ß�¢�Û�Ò0¿���_�œ�ƒ�O�r
�M��>&�É�ß�¢�Û�Ò>L>m>,>/�@/²&g�I�€�r�M>'��

Set the MODE switch to PROGRAM.  (Program 
No.1 will be displayed.)��

��

>0�� �É�ß �¢ �Û�Ò>L>m>, 0¿�� ����
Program No. selec t��

�É�ß�¢�Û�Ò>L>m>,>1�†4E�g�
�ô���†�²�K�Z
°
�Š�†6ä���K�r�M����

Select Program No. 3, and press the SET button 
to start entry of data.��

��

>1�� �Y�¥ 0¿�� �� Day-of-the-week select ��
�Y�¥�Î�±�å�[�v>|5 �Y�¥�†0¿���K�r�M����

Select the days of the week (Mon.-Fri.) using the 
corresponding DAY buttons. 

����
°�Š�ì�b�@�–������

�›�Y�¥�Î�±�å�c�²�M�Ø�_�
��0¿�����\���•0¿����
�†)Þ�~3É�K�r�M����

[Precautions on the data entry] 
The status of each specific day of the week will 
be toggled between "selected [ - ]" and 
"deselected [  ]" every time when the DAY 
button is pressed.��

��

>2�� 6ä�� �ì �I 0¿�� �� Start time select ��
6ä���ì�I>6�ì>2>3�(�†0¿���K�r�M����

Select the start time at 8:45.��

����
°�Š�ì�b�@�–������

�ì�F�c�
>0>2�ì�D�[0¿���K�Z�C�T�I�8����

[Precautions on data entry] 
Select the hours digits in the 24-hour format.��

��

>3�� �Ó�ß �¹ �• 0¿�� �� Melody select ��
�Ó�ß�¹�•>L>m>,>0�†0¿���K�r�M����

Select Melody No. 2.��

��

��

�>>+�@>80¿��
[-]: denotes 
"selected"
status.

0¿���F�b�Í�†��>/���ö�a��
Decrement the selected digit.��

0¿���F��!l [���b&ã�·��
Used to shift the flickering 
digit (selected digit).��

0¿���F�b�Í�†��>/���Q�•��
Increment the selected digit. 



�,��������������������

��
��

>4�� �ô �� �� Setting
0¿��
Æ���†&�1��K�S�‹�
�ô���†�²�K�r�M����

After making sure that the data items selected are 
correct, press the SET button. 

��
�•0¿��8o% �@�6�•���œ�
�®��#ì8�
²�/�@!l [�K
�r�M���v�:�M�Ø�
0¿��
Æ���†�H&�1��C�T�I�8��
�q���Y�¥�@0¿���I�€�Z�8�r�M�?>=��
�r���Ó�ß�¹�•>L>m>,�@0¿���I�€�Z�8�r�M�?>=��

If there are any data items yet to be selected, the 
entire LCD screen will flash. Again check the data 
items selected. 
�q  Are the days of the week selected? 
�r  Is Melody No. selected?��

��

>5�� 0¿�� )
 �¢ ����End of setting ��
�Ô�î�»�«�–�µ�³�†3û�–�_�`�K�r�M����
3û�– �[�^�8���œ�
�É�ß�¢�Û�Ò�·�8�†��/œ�K�r�O
�‡�� ��

Turn the MODE switch back to NORMAL. 
Unless the MODE switch is selected at NORMAL,
the program will not work.��

��

�d�� �É�ß�¢�Û�Ò0¿��>&>1 ���Y�¥ 0¿�� >|>3���Ó�ß �¹ �• 0¿
�� >'�†3õ�p�[�p�F�M�•�ì�c�
�Ÿ�Õ�å�­�Ý�†�²�K
�Z�C�T�I�8����

To abort programming ("3. Day-of-the-week 
select " through "5. Melody select ") halfway, press 
the CANCEL button.��

��

�d�� �É�ß�¢�Û�Ò0¿���p�
0è�K;��}�K�†�²�M�\0¿���p
�b�Ó�ß�¹�•�†;��}�M�G�\�@�[�A�r�M����

By pressing the MELODY TEST button during 
programming, you can play a melody being 
selected.��

��

��
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��
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>7>,>2>,>1�� �K!l���Š�D�š�� Dry contact output signal control��
��

�[>'�É�ß�¢�Û�Ò>L>m>,>2�_�è�W�b�É�ß�¢�Û�Ò�†0¿���M�•���œ��
�Y�¥�í6ä���ì�I�� >8���u�í�¥�Y�¥�� �b ��>/>2>8>.>.�� �_ ��
�Ó�ß�¹�•�� >8���^�K��
�K!l���Š�� >8��>A>F>/�� �?�}�� >2�ì6ë >&>/>2>8>.>.>|>/>6>8>.>.>'�����Š�M�•��

Ex.)  To schedule Program No. 4 as follows: 
Day of the week and start time :  14:00 on Sat. and Sun. 
Melody    :  None 
Dry contact output signal  :  Output from CH1 for 4 hours (14:00 - 18:00) 

��
>/�� �Ô�î �» �) �p �� Mode select ��

�Ô�î�»�«�–�µ�³�†�É�ß�¢�Û�Ò0¿���_�œ�ƒ�O�r
�M��>&�É�ß�¢�Û�Ò>L>m>,>/�@/²&g�I�€�r�M>'��

Select the MODE switch at PROGRAM. 
(Program No. 1 will be displayed.)��

��

>0�� �É�ß �¢ �Û�Ò>L>m>, 0¿�� ����
Program No. select ��
�É�ß�¢�Û�Ò>L>m>,>2�†4E�g�
�ô���†�²�K�Z
°
�Š�†6ä���K�r�M����

Select Program No. 4, and press the SET button 
to start entry of data.��

��

>1�� �Y�¥ 0¿�� �� Day-of-the-week select ��
�Y�¥�Î�±�å�[�u�í�¥�Y�¥�†0¿���K�r�M����

Select Sat. and Sun. by pressing respective DAY 
buttons.

��
����
°�Š�ì�b�@�–������

�›�Y�¥�Î�±�å�c�²�M�Ø�_�
��0¿�����\���•0¿����
�†)Þ�~3É�K�r�M����

[Precautions on data entry] 
The status of each specific day of the week will be 
toggled between "selected" [ - ] and "deselected" 
[  ] every time when its DAY button is pressed.��

��

>2�� 6ä�� �ì �I 0¿�� �� Start time select
6ä���ì�I>/>2�ì>.>.�(�†0¿���K�r�M����

Select the start time at 14:00. 

����
°�Š�ì�b�@�–������

�ì�F�c�
>0>2�ì�D�[0¿���K�Z�C�T�I�8����

[Precautions on data entry] 
Select the hours digits in the 24-hour format.��

��

>3�� �Ó�ß �¹ �• >L>m>, �v �~ �˜ �K����
Melody No. deselect 
�Ó�ß�¹�•>L>m>,�†>Y>+>[�_�K�r�M����
>Y>+>[�b���œ�
6ä���ì�I�_�^�W�Z�v�Ó�ß�¹�•�c
;��~�r�O�‡����

Deselect the melody No. The status of that 
melody No. will be turned "deselected [ - ]". 
If the melody No. is deselected, it will not be 
played even when the start time is reached.��

��

��
��

�>>+�@>80¿����
[-]: denotes 
"selected"
status.��

0¿���F�b�Í�†��>/���ö�a��
Decrement the setting digit.��

0¿���F��!l [���b&ã�·��
Used to shift the 
flickering digit (setting 
digit).��

0¿���F�b�Í�†��>/���Q�•��
Increment the setting digit.



�,��������������������

>4�� �� �Š>A>F0¿�� �� Output channel select ��
���Š>A>F�†>A>F�X���_0¿���K�r�M����

Select CH�X as output channel.��

����
°�Š�ì�b�@�–������

���Š>A>F�c�
>2'�8®�?�}0¿���•+��[�M����
>A>F>/�b�s���Š�� �� ��>8���>>A>F�X�@��
>A>F>0�b�s���Š�� �� ��>8���>>A>F�Y�@��
>A>F>/�í>0�g�‰���Š��>8���>>A>F�X�Y�@��
���Š�^�K�� �� �� �� �� ��>8���>>A>F�� �@>&/²&g�^�K>'��

[Precautions on data entry] 
The following four combinations of outputs are available: 
CH1 output only            : [CH�X]
CH2 output only              : [CH�Y]
Output from both CH1 and CH2 : [CH�X�Y]
No output                   : [CH  ](no indication)

��

>5�� �� �Š�ì 6ë0¿�� �� Output duration select ��
���Š�ì6ë�†>2�K>.>.�P>.>.�V �_0¿���K�r�M����

Select the output duration at 4h00m00s.��

����
°�Š�ì�b�@�–������

���Š�ì6ë�c�
>/&Ê6ë>|>0>2�ì6ë�r�[0¿���[�A�r�M����

[Precautions on data entry] 
The output duration can be selected within the range of 1 
second to 24 hours.��

��

>6�� �ô �� �� Setting
0¿��
Æ���†&�1��K�S�‹�
�ô���†�²�K�r�M����

After making sure that the data items selected are correct, 
press the SET button.��

�•0¿��8o% �@�6�•���œ�
�®��#ì8�
²�/�@!l [�K�r�M��
�v�:�M�Ø0¿��
Æ���†�H&�1��C�T�I�8����
�q���Y�¥�@0¿���I�€�Z�8�r�M�?>=��
�r�����Š>A>F�@0¿���I�€�Z�8�r�M�?>=��
�s�����Š�ì6ë�@>.�K>.>.�P>.>.�V �_�^�W�Z�8�r�O�‡�?>=��

If there are any data items yet to be selected, the entire 
LCD screen will flash. Again check the data items selected.
�q  Are the days of the week selected? 
�r  Are output channels selected? 
�s  Isn't the output duration selected at 0h00m00s?��

��

>7�� 0¿�� )
 �¢ �� End of setting
�Ô�î�»�«�–�µ�³�†3û�–�_�`�K�r�M����
3û�– �[�^�8���œ�
�É�ß�¢�Û�Ò�·�8�†��/œ�K�r�O�‡�� ��

Turn the MODE switch back to NORMAL. 
Unless the MODE switch is selected at NORMAL, the 
program will not work.��

��

�d�� �É�ß�¢�Û�Ò0¿��>&>1 ���Y�¥ 0¿�� >|>5���� �Š�ì 6ë0¿�� >'�†
3õ�p�[�p�F�M�•�ì�c�
�Ÿ�Õ�å�­�Ý�†�²�K�Z�C�T�I�8��

To abort programming ("3. Day-of-the-week select "
through "7. Output duration select ") halfway, press the 
CANCEL button.��

��

��
��
��
��
��
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��
>7>,>2>,>2�� �Ó�ß�¹�•;��·�\�K!l���Š�D�š�� Control of melody playing and dry contact output signal��
��

�[>'�É�ß�¢�Û�Ò>L>m>,>3�_�è�W�b�É�ß�¢�Û�Ò�†0¿���M�•���œ��
�Y�¥�í6ä���ì�I�� >8���v�í�È�í5 �Y�¥�� �b ��>/>5>8>1>.���_ ��
�Ó�ß�¹�•�� >8��>L>m>,>5>&��2°>'�� �†;��}�M ��
�K!l���Š�� >8��>A>F>0�� �?�} ��>3>.&Ê6ë�����Š�M�•>&�”�å�É2s�·>'��

Ex.)  To schedule Program No. 5 as follows: 
Day of the week and start time : 17:30 on Mon., Wed. and Fri. 
Melody    : No. 7 (Going Home) 
Dry contact signal output  : Output from CH2 for 50 sec. (amplifier activated) 

��
>/�� �Ô�î �» �) �p ��Mode select

�Ô�î�»�«�–�µ�³�†�É�ß�¢�Û�Ò0¿���_�œ�ƒ�O�r
�M����

Select the MODE switch at PROGRAM.��

��

>0�� �É�ß �¢ �Û�Ò>L>m>, 0¿�� ����
Program No. select ��
�É�ß�¢�Û�Ò>L>m>,>3�†4E�g�
�ô���†�²�K�Z
°
�Š�†6ä���K�r�M����

Select Program No. 5, and press the SET button 
to start entry of data.��

��

>1�� �Y�¥ 0¿�� �� Day-of-the-week select
�Y�¥�Î�±�å�[�v�í�È�í5 �Y�¥�†0¿���K�r�M����

Select Mon., Wed., and Fri. by pressing respective 
DAY buttons.��

����
°�Š�ì�b�@�–������

�›�Y�¥�Î�±�å�c�²�M�Ø�_�
��0¿�����\���•0¿����
�†)Þ�~3É�K�r�M����

[Precautions on data entry] 
The status of each specific day of the week will be 
toggled between "selected" [ - ] and "deselected" 
[  ] every time when its DAY button is pressed.��

��

>2�� 6ä�� �ì �I 0¿�� �� Start time select
6ä���ì�I>/>5�ì>1>.�(�†0¿���K�r�M����

Select the start time at 17:30.��

����
°�Š�ì�b�@�–������

�ì�F�c�
>0>2�ì�D�[0¿���K�Z�C�T�I�8����

[Precautions on data entry] 
Select the hours digits in the 24-hour format.��

��

>3�� �Ó�ß �¹ �• 0¿�� �� Melody select ��
�Ó�ß�¹�•>L>m>,>5�†0¿���K�r�M����

Select Melody No. 7.��

��

��
��

0¿���F�b�Í�†��>/���ö�a��
Decrement the setting digit.��

0¿���F��!l [���b&ã�·
Used to shift the 
flickering digit 
(setting digit). 

0¿���F�b�Í�†��>/���Q�•��
Increment the setting digit.��

�>>+�@>80¿��
[-]: denotes 
"selected"
status.��
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��
��

>4�� �� �Š>A>F0¿�� �� Output channel select
���Š>A>F�†>A>F�Y�_0¿���K�r�M����

Select CH�Y as output channel.��

����
°�Š�ì�b�@�–������

���Š>A>F�c�
>2'�8®�?�}0¿���•+��[�M����
>A>F>/�b�s���Š�� �� ��>8���>>A>F�X�@��
>A>F>0�b�s���Š�� �� ��>8���>>A>F�Y�@��
>A>F>/�í>0�g�‰���Š��>8���>>A>F�X�Y�@��
���Š�^�K�� �� �� �� �� ��>8���>>A>F�� �@>&/²&g�^�K>'��

[Precautions on data entry] 
The following four combinations of outputs are available: 
CH1 output only                : [CH�X]
CH2 output only                : [CH�Y]
Output from both CH1 and CH2  : [CH�X�Y]
No output                     : [CH  ](no indication)��

��

>5�� �� �Š�ì 6ë0¿�� �� Output duration select ��
���Š�ì6ë�†>.�K>.>.�P>3>.�V �_0¿���K�r�M����

Select the output duration at 0h00m50s.��

����
°�Š�ì�b�@�–������

���Š�ì6ë�c�
>/&Ê6ë>|>0>2�ì6ë�r�[0¿���[�A�r�M����
�d�b6×�I�|�~�v�a�K6×�u�_0¿���K�r�M����

[Precautions on data entry] 
The output duration can be selected within the range of 1 
second to 24 hours. 
The output duration should be made a little longer than the 
playing time of the music piece.��

��

>6�� �ô �� �� Setting ��
0¿��
Æ���†&�1��K�S�‹�
�ô���†�²�K�r�M����

After making sure that the data items selected are correct, 
press the SET button.��

�•0¿��8o% �@�6�•���œ�
�®��#ì8�
²�/�@!l [�K�r�M��
�v�:�M�Ø0¿��
Æ���†�H&�1��C�T�I�8����
�q���Y�¥�@0¿���I�€�Z�8�r�M�?>=��
�r���Ó�ß�¹�•>L>m>,�@0¿���I�€�Z�8�r�M�?>=��
�s�����Š>A>F�@0¿���I�€�Z�8�r�M�?>=��
�t�����Š�ì6ë�@>.�K>.>.�P>.>.�V �_�^�W�Z�8�r�O�‡�?>=��

If there are any data items yet to be selected, the entire 
LCD screen will flash. Again check the data items selected.
�q  Are the days of the week selected? 
�r  Is Melody No. selected? 
�s  Are output channels selected? 
�t  Isn't the output duration selected at 0h00m00s?��

��

>7�� 0¿�� )
 �¢ �� End of setting ��
�Ô�î�»�«�–�µ�³�†3û�–�_�`�K�r�M����
3û�– �[�^�8���œ�
�É�ß�¢�Û�Ò�·�8�†��/œ�K�r�O�‡�� ��

Turn the MODE switch back to NORMAL. 
Unless the MODE switch is selected at NORMAL, the 
program will not work.��

��

�d�� �É�ß�¢�Û�Ò0¿��>&>1 ���Y�¥ 0¿�� >|>5���� �Š�ì 6ë0¿�� >'�†
3õ�p�[�p�F�M�•�ì�c�
�Ÿ�Õ�å�­�Ý�†�²�K�Z�C�T�I�8��

To abort programming ("3. Day-of-the-week select "
through "7. Output duration select ") halfway, press the 
CANCEL button.��

��

�d�� �É�ß�¢�Û�Ò0¿���p�
0è�K;��}�K�†�²�M�\0¿���p�b�Ó�ß
�¹�•�†;��}�M�G�\�@�[�A�r�M����

By pressing the MELODY TEST button during 
programming, you can play a melody being selected.��

��
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��
>7>,>2>,>3�� �É�ß�¢�Û�Ò�b�¥�Æ�î�� How to copy a program��
��

�[>'�É�ß�¢�Û�Ò>L>m>,>1>&0¿���í>'�†>L>m>,>4>&'5>'�_�¥�Æ�î�M�•����

Ex.) To copy the data "from Program No. 3 (done)" "to Program No. 6 (empty)", follow the steps 
below: 

��
>/�� �Ô�î �» �) �p �� Mode select ��

�Ô�î�»�«�–�µ�³�†�É�ß�¢�Û�Ò0¿���_�œ�ƒ�O�r
�M����

Select the MODE switch at PROGRAM.��

��

>0�� �¥ �Æ�î 
– �É�ß �¢ �Û�Ò0¿�� ����
"From-program" select ��
�É�ß�¢�Û�Ò>L>M>,>1�†4E�g�r�M����

Select Program No. 3 as a "from-program."��

��

>1�� �¥ �Æ�î �� Copying ��
�¥�Æ�î�†�²�K�r�M����
#ì8��@!l [�K�
�¥�Æ�î�K�S�G�\�†�>%±�}�O�K�r
�M����

Press the COPY button.  When the copying is 
done, the LCD screen will flash. 

��

>2�� �¥ �Æ�î 
› �É�ß �¢ �Û�Ò0¿�� ����
"To-program" select ��
�É�ß�¢�Û�Ò>L>M>,>4�†4E�g�r�M����

Select Program No. 6 as a "to-program."��

��

>3�� 2� �~ �Ü�E�� Pasting ��
2��~�Ü�E�†�²�K�r�M����
�É�ß�¢�Û�Ò>L>M>,>1�b
Æ���@�
�É�ß�¢�Û�Ò �1�R����
�_�¥�Æ�î�I�€�r�M����
2��~�Ü�E�‹�
�²0[�^4Š�(�†�š�f�K�Z�C�T�I�8��

Press the PASTE. 
Program No. 3 will be pasted to Program No. 6. 
After pasting the data, correct it if necessary.��

��

��
��
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��
>7>,>2>,>4�� �É�ß�¢�Û�Ò�b�˜�d��  How to clear a program��
��

�[>'�É�ß�¢�Û�Ò>L>m>,>3�†�˜�d�M�•����

Ex.)  To clear Program No. 5, follow the steps below: 
��

>/�� �Ô�î �» �) �p �� Mode select ��
�Ô�î�»�«�–�µ�³�†�É�ß�¢�Û�Ò0¿���_�œ�ƒ�O�r
�M����

Select the MODE switch at PROGRAM.��

��

>0�� �˜ �d �É�ß �¢ �Û�Ò0¿�� ����
Selecting a program to be cleared ��
�É�ß�¢�Û�Ò>L>m>,>3�†4E�g�r�M����

Select Program No. 5.��

��

>1�� �É�ß �¢ �Û�Ò
Æ�� �˜ �d ����
Clearing the program data ��
�˜�d�†6×�²�K�K�r�M����
�É�ß�¢�Û�Ò
Æ���@�˜�d�I�€�r�M��

Hold down the CLEAR button for a while. 
The program data will be cleared.��

��

��
��
��

>7>,>2>,>5�� �É�ß�¢�Û�Ò�b
²�˜�d�� How to clear all the selected programs��
��

>/�� �Ô�î �» �) �p �� Mode select
�Ô�î�»�«�–�µ�³�†�É�ß�¢�Û�Ò0¿���_�œ�ƒ�O�r
�M����

Select the MODE switch at PROGRAM.��

��

>0�� �É�ß �¢ �Û�Ò
² �˜ �d �� All clear

²�˜�d�†6×�²�K�K�r�M��
0¿���I�€�Z�8�•
²�Z�b�É�ß�¢�Û�Ò�@�˜�d�I�€
�r�M����

Hold down the ALL CLEAR button for a while. 
All the programs selected will be cleared.��

��

��
��
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��
>7>, >3�� �K!l �� �Š�‰�2 �b �) �p �� Changeover of dry contact signal output mode ��

��
��

�¦�����Š�‰�2�b�)�p�� Changeover of output mode��
��

�K!l���Š>A>F>/>->0�›���_�X�8�Z�
���Š�‰�2�†��+¬�·��>-���)��>-���m�·���?�}4E�¥�M�•�G�\�@�[�A�r�M����
��

�� +¬�·�� >8�É�ß�¢�Û�Ò�_�‘�W�S�K!l���Š�†/œ�8�r�M����
�� �)�� >8�É�ß�¢�Û�Ò�_6õ�€�^�C�
�K!l���Š�†�I�D$×�_�õ�F�I�O�r�M����

�m�·�� >8�É�ß�¢�Û�Ò�_6õ�€�^�C�
�K!l���Š�†�I�D$×�_/œ�8�r�M����
For each of the dry contact output channels CH1 and CH2, any one of 
the following modes can be selected: 

AUTO  :  Contact output is generated according to a program in action.  
OFF  :  Forces contact output off without regards to programs. 
MANUAL  :�� Forces contact output on without regard to programs. 

��
��
��
�¦��>/>.&Ê�S���Š�� 10 sec. advance warm-up 
��

���Š�‰�2�@��+¬�·���b���œ�_�b�s�w� �[�M����
>/>.&Ê�S���Š���«�–�µ�³�@��
°���b�ì�
�É�ß�¢�Û�Ò�[0¿���I�€�S6ä���ì�I��
�b>/>.&Ê�S�?�}���Š�K�r�M����

The switch is enabled only when the output mode is AUTO. 
When the -10sec. switch is ON, an output will be generated 10 seconds 
ahead of the start time preset in the program. 

��
�� �� �[>'��  Ex.) 

��
��
��
��
��
��
��
��

�e�W�b0¿���b���œ�
>A>F>/�?�}�c��
>7�ì>3>7�(>3>.&Ê>|>/>.�ì>1>.�(>.>.&Ê�b��
��>1>.�(>/>.&Ê6ë�����Š�I�€�r�M����

With the settings at left, an output will be 
generated for 30min.10sec. from 9:59:50 to 
10:30:00.��
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��
>7>, >4�� �Ó�ß �¹ �• �b 0è�K;� �} �K�� Melody test ��

��
�[>'�Ô�î�»�«�–�µ�³�@3û�–�p�_�
>K>C>J>M>B>W���1�R����>&�¤!•�E�`!•�E>'�b0è�K;��}�K�†/œ�:����

Ex.)  To play Melody No. 6 (Yuyake-Koyake) with the MODE switch selected at NORMAL, 
follow the steps below:��

��
>/�� �Ô�î �» �) �p �� Mode select

�Ó�ß�¹�•�b0è�K;��}�K�c�
�Ô�î�»�«�–�µ�³�@��
3û�–�[/œ�:�G�\�@�[�A�r�M����

Melody test can be made with the MODE switch 
at NORMAL.��

��

>0�� 0è�K;� �} �K�Ô�î �» �l �b &ã/œ����
Activation of melody test mode 
0è�K;��}�K�†�²�K�r�M����
�®��#ì8��_��>K>C>J>M>B>W��>L>m>,>/���@!l [
/²&g�I�€�r�M����

Press the MELODY TEST button. 
"MELODY NO. 1" will flash on the LCD screen.��

��

>1�� �Ó�ß �¹ �• 4E�¥ �� Melody select
�Ó�ß�¹�•>L>m>,>4�†4E�¥�K�r�M����

Select Melody No. 6.��

��

>2�� 0è�K;� �} �K6ä�� �� Melody test ��
0è�K;��}�K�†�²�M�\�
�Ó�ß�¹�•>L>m>,>4>&�¤!•
�E�`!•�E>'�@;��~�r�M����
0è�K;��}�K�p�

Ì�Ø0è�K;��}�K�†�²�M�\�õ�F�K
�r�M����

Press the MELODY TEST button, and Melody No. 
6 (Yuyake-Koyake) will be played. 
When the MELODY TEST button is pressed again 
during melody test, the melody test will be toggled 
off.��

��

>3�� 0è�K;� �} �K�Ô�î �» �b )
 �¢ ����
End of melody test mode 
��>/�(6ë���]�b�«�–�µ�³�v�²�I�^�8�\�
�®��#ì
8��b��>K>C>J>M>B>W��>L>m>,���@+¬�·$×�_�˜�<�r
�M����

If none of the switches have been pressed for one 
minute, "MELODY NO." will disappear from the 
LCD screen.��

��

��
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��
>7>, >5�� �§ �Ð�î �± �– �Ò�b 0¿�� �‰�2 �� How to set the summer time ��

��
�§�Ð�î�±�–�Ò�b0¿���‰�2�c�
�±�–�Ò�Ü�å�¡�«�–�µ�³�b"g�Â�_�|�W�Z$��^�~�r�M����

The procedure for setting up the summer time varies depending on the status of the TIME LINK 
switch.��

��
�¦��+¬�·0¿���� Auto mode�� –Japan Only-
��

�±�–�Ò�Ü�å�¡�«�–�µ�³�@��
°���b�ì�
�§�Ð�î�±�–�Ò�c+¬�·$×�_0¿�� �I�€�r�M����
�±�–�Ò�Ü�å�¡�_�X�8�Z�b0ò(ý�c�
��>7>+>6���±�–�Ò�Ü�å�¡���†�g!·�K�Z�C�T�I�8����

��
��
�¦���m�·0¿���� Manual mode 
��

�±�–�Ò�Ü�å�¡�«�–�µ�³�@���)���b�ì�
�§�Ð�î�±�–�Ò�Î�±�å�ï�8�[�m�·�[0¿�� �K�r�M����

When the TIME LINK switch is OFF, the summer time needs to be set manually.
��
��

�q���§�Ð�î�±�–�Ò�b6ä���� Start of summer time��

�§�Ð�î�±�–�Ò�Î�±�å�†6×�²�K�K�r�M����
Hold down the SUMMER TIME button for a 
while. 
��
��
�¹�ª�±�Ý�ì0£��>8��>)>/�ì6ë��
�”�¼�ß�¢�ì0£��>8��>/�ì6ë�©3æ�~��
�®��#ì8��� �� ��>8���6�8�0�0�(�5���7�,�0�(��/²&g��

Digital clock   :  +1 hour 
Analog clock  :  Fast feed by 1 hour. 
LCD screen   :  "SUMMER TIME" displayed 

��

��
��

�r���§�Ð�î�±�–�Ò�b)
�¢�� End of summer time��

�§�Ð�î�±�–�Ò�Î�±�å�†>/&Ê6ë�²�K�r�M����
Hold down the SUMMER TIME button for 1 
second.
��
��
�¹�ª�±�Ý�ì0£��>8��>+>/�ì6ë��
�”�¼�ß�¢�ì0£��>8��>/>/�ì6ë�©3æ�~��
�®��#ì8��� �� ��>8���6�8�0�0�(�5���7�,�0�(���˜�d��

Digital clock   :  -1 hour 
Analog clock  :  Fast feed by 11 hours 
LCD screen   :  "SUMMER TIME" disappears

��

��

���6�8�0�0�(�5���7�,�0�(��/²&g
"SUMMER TIME" 

displayed

���6�8�0�0�(�5���7�,�0�(���˜�d
"SUMMER TIME"

disappears.
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��

>7>, >6�� �± �– �Ò�Ü�å �¡ ��–Japan Only- 
��

>7>,>6>,>/�� �±�–�Ò�Ü�å�¡�\�c��
��

�±�–�Ò�Ü�å�¡�\�c�
�† =7Á�<�?�}�v�“�K�S�G&��^�ì�I�†!“)z�†�Q�W�Z��4)�M�•�©�«�¸�Ò�[�M����
�±�–�Ò�Ü�å�¡�†�Q#Ý�M�•�G�\�[�
�–�_�G&��^�ì�I�[�·�8�K�r�M����
��
��
�±�–�Ò�Ü�å�¡�†�Q#Ý�M�•�_�c�è�W�b>0�X�b�‰�2�@�6�~�r�M����
��
��
�¦���±�–�Ò�Ü�å�¡3æ�™�µ>X>?>1>.>1>L���†�Q#Ý��
��
�� �� ��"@
Æ�b'F7•�_>X>?>1>.>1>L�†*(�A�
�† =7Á�<�†�w�™�K�r�M����
�� �� �‡
Æ�c�
�±�–�Ò�Ü�å�¡�[�
(Ù>2>.>k�b��4)�@�•+��[�M��>&7€��"@�b�^�8���œ>'��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
�� �� 7€��"@�@�6�W�S�~�
2¥7³�@42�8�^�]�b#.#ä�[�
�±�–�Ò�Ü�å�¡�b7Á�<�@�†�?�^�8���œ�c�
��

3õ�p�_>X>?>1>.>1>L�†*(�8�Z�
�p)E�I�O�•�G�\�v�[�A�r�M����
��
��
��
��
��
��
��
��
��
��
��
��
��
��

�±�–�Ò�Ü�å�¡��

7€��"@�b�^�8���œ�
(Ù>2>.>k��

�=�$�������1��

�† =7Á�<��

�±�–�Ò�Ü�å�¡����

�† =7Á�<��

�±�–�Ò�Ü�å�¡��

'F��

'F��

�‡
Æ��

�‡
Æ��

��
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��
�¦��6×�<�w�™�þ>Q>J>P>+>0>.>/���\���±�–�Ò�Ü�å�¡�É�ß�p)E�þ>Q>U>+>1>.>0���†�Q#Ý��
��
�� �� ��"@
Æ�b'F7•�[�† =7Á�<�@�w�™�[�A�^�8���œ�c�
�‡�¥�_>Q>J>P>+>0>.>/�†�v�~�Ü�E�r�M����
�� �� �‡
Æ�c>Q>U>+>1>.>0�†�Q#Ý�K�
�±�–�Ò�Ü�å�¡�[�
(Ù>2>.>k�b��4)�@�•+��[�M��>&7€��"@�b�^�8���œ>'��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
�� �� 7€��"@�@�6�W�S�~�
2¥7³�@42�8�^�]�b#.#ä�[�
�±�–�Ò�Ü�å�¡�b7Á�<�@�†�?�^�8���œ�c�
��

3õ�p�_>Q>U>+>1>.>0�r�S�c�
>X>?>1>.>1>L�†*(�8�Z�
�p)E�I�O�•�G�\�v�[�A�r�M����
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��
��

�±�–�Ò�Ü�å�¡��

7€��"@�b�^�8���œ�
(Ù>2>.>k��

�† =7Á�<��

�±�–�Ò�Ü�å�¡�É�ß��

�±�–�Ò�Ü�å�¡��

�† =7Á�<��

�±�–�Ò�Ü�å�¡�É�ß��

�6�/�5����������

�6�:����������

'F��

'F��

�‡
Æ��

�‡
Æ��
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��
>7>,>6>,>0�� �ï�8�‰�2��

��

�Ë�Ý�±�–�Ð�î�•�/�b�ï�8�b�S�_��

>/�� �¦ �S = 
� ��

�¦>X>?>1>.>1>L�†�H�Q#Ý�b���œ��
�� �D��>X>?>1>.>1>L�b�v�…1��Â�i�_�‘�8�
'F7•�[�† =7Á�<�†�w�™�I�O�Z�
#'�~�ì�I�†�v�“��

�I�O�r�M����
�� �E��3æ�™�Î�±�å�†�²�K�
�±�–�Ò�Ü�å�¡�†�m�·3æ�™�K�r�M����
�� �� �d>X>?>1>.>1>L�c�
�m�·3æ�™�b�ï�8�_�|�~>1>.�(6ë�±�–�Ò�Ü�å�¡3æ�™�K�S�‹�_+¬�·�õ�F
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��
The Bell Timer Model QBT-30 has a built-in rechargeable lithium battery as a backup against 
commercial power failure. 
Even during commercial power failure, the basic performance will be maintained except for 
functional degeneration as follows. 

Analog clock  : �� Continues running. 
LCD screen  : �� Turned off 
Control functions :��  Disabled 
Programs  : �� Will not run 
Backup time  : �� 24 hours 

* The program data will be preserved unaffected by commercial power failure for 10 years. 

Should the commercial power failure continue in excess of the backup time, or the battery is not 
recharged for 24 hours, the clock may run down. 

In such a case, press the SYSTEM RESET button after restoration of power supply.��

 �
��
��

"T"U"Q
Ï�&!—�ì!¾!»!º�-!š !  Troubles You Can Solve Yourself  �
 �
 �  �  � !P � !­!‰!Z
�!•!‚!—!Á�)�Ð!†!•�f!„!s![ �

Before calling your agent or dealer for service, check the following list for possible troubles 
that you yourself can remedy without difficulty by following the instructions written in this 
manual.

 �

 �  �  �  �����>/ �������®�� #ì 8� �_ �1 �v /² &g�K�^ �8 �� Nothing is displayed on the LCD screen. ��

�������������������������í>?>A�¥�î�»�@�G�K�C�K)F�I�€�Z�8�r�M�?>=����

�������������������������í0d���b7Á ;�@�j)%�I�€�Z�8�r�M�?>=����

>ƒ Is the AC power cord connected in position? 
>ƒ Is the power supply rating right for the Bell Timer? 

��

��>0�������Î �± �å �í �« �– �µ �³ �† �² �K�Z �v �· �8 �K�^ �8 ����
The Bell Timer does not respond to the operation of  any button or switch. ��

�������������������������í�c�L�u�_�©�«�¸�Ò�Ü�­�µ�º�Î�±�å�†�²�K�Z�C�T�I�8����

>ƒ Press the SYSTEM RESET button at first.��
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 �  �����>1������8b�@�� �^ �8 �� No sound is generated. ��

��������������������>&
Æ-¶�«�Æ�î�•�b���œ>'��

�í8b5��¶�Ð�Ñ�†�q�`�_�K�Z�8�r�O�‡�?>=��

�� �� �� �� �� >&�¥4Š�«�Æ�î�•�b���œ>'��

�������������������������í�Û�–�å���Š�Þ�Ë�Ý�b�¶�Ð�Ñ�†�q�`�_�K�Z�8�r�O�‡�?>=��

�í�¥4Š�”�å�É�b7Á ;�c
°�W�Z�8�r�M�?>=��

�í�¥4Š�”�å�É�b�Î�Ü�×�î�Ò�†�q�`�_�K�Z�8�r�O�‡�?>=��

In case of built-in speaker: 
>ƒ Isn't the VOL knob turned to a minimum? 

In case of external speaker: 
>ƒ Isn't the LINE OUT LEVEL knob turned to a minimum? 
>ƒ Is the external amplifier turned on? 
>ƒ Isn't the volume of the external amplifier turned to a minimum? 

 �

��>2�������É�ß �¢ �Û�Ò�@�� /œ�I �€ �^ �8 �� The program will not run. ��

�������������������������í�É�ß�¢�Û�Ò�c
°�Š�I�€�Z�8�r�M�?>=��

�í�Ô�î�»�«�–�µ�³�@3û�–�b�)*(�_�6�•�G�\�†&�1��K�Z�C�T�I�8����

�í�ì�I>&�¥�Ü�í�ì6ë>'�c�œ�W�Z�8�r�M�?>=��

�������������������������í�¥4Š4Ä)z�c�G�K�C�I�€�Z�8�r�M�?>=��

�í�õ7Á�p�[�c�6�~�r�O�‡�?>=��

>ƒ Has a schedule of operations incorporated into the program? 
>ƒ Make sure that the MODE switch is at NORMAL. 
>ƒ Is the time (date, time) correct? 
>ƒ Is the field wiring correct? 
>ƒ Isn't the commercial power supply off? 

 �

 �  �  �  �����>3�������” �¼�ß �¢ �ì 0£�@"l �: �� The analog clock gets out of order. ��

�������������������������í�®��#ì8��b�ì�I�c�œ�W�Z�8�r�M�?>=��

�� �� �� �� �� �� �í�©�«�¸�Ò�Ü�­�µ�º�Î�±�å�†�²�K�Z�C�T�I�8����

>ƒIs the time displayed on the LCD screen correct? 
>ƒPress the SYSTEM RESET button. 

 �

��>4�������õ 7Á�Ÿ�• �‹ �
 �ì 0£�@"l �: ����
The clock gets out of order after recovery from com mercial power failure. ��

�������������������������í>0>2�ì6ë�è�V�b�õ7Á�[�c�6�~�r�O�‡�[�K�S�?>=��

�� �� �� �� �� �� �í�Ÿ�•�‹�_�©�«�¸�Ò�Ü�­�µ�º�Î�±�å�†�²�K�Z�C�T�I�8����

>ƒHasn't the commercial power failure continued for more than 24 hours? 
>ƒBe sure to press the SYSTEM RESET button after recovery from power failure. 

��
��
 �  �  �  �  �  �  � �Ì�e!•�)�Ð!–�º!¸!™!s!—!|!Z!­!Ž!ž!Œ!•�Â!•�.��!{�†��!†!Ž!—!|!ž!Z!y�p!s�e!•!s!Ž!•!s!Ž �

 �  �  �  �  �  �  � �d�e�C!±!†!~!ž�d�e�ß�H!§!ƒ�r�Â!~!•!„!s![ �

If the above troubleshooting still fails, or if oth er troubles occur, call your nearby 

SEIKO dealer or agent for service. 
 �
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"T"V"Q!y�2�®!§!•!y�Í!s ! Daily Servicing by the User ��
��

�¥ /æ�b �m
° �€ �b �Ù�‰�� Care of enclosure
��

���������������������¥/æ�b�ß�€�@�f�]�8�\�A�c�
�È�[�:�M�u�S�p�ö�Y�c�†�a5��x�ƒ�}�?�8�x�_�X�E�Z�Ô�A�
��
���������������������Ô�8�S�‹�[�•�Ô�A�†�K�Z�C�T�I�8����
���������������������Ë�å�ª�å�
�©�å�¼�î�
�Ñ�ž�Ÿ(Š�
�›'��È�Û�©�^�]�c�Q�ƒ�^�8�[�C�T�I�8����

If the enclosure is found soiled, clean with a soft cloth soaked with a small quantity of neutral 
syndet diluted with water, and then polish with a dry cloth. 
Never use solvents (benzene, thinner, or the like), abrasives (polishing powder or the like), 
and bristle brushes. 

 �
 �
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"T"W"Q�,�°!š!“!s!• ! Warranty  �
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�Õ In principle, the spare parts for the Bell Timer Model QBT-30 will be available for 7 years 
after sale, and your Bell Timer will be repaired within this period if it becomes faulty 
under normal conditions of use. The spare parts here refer to the parts and components 
essential for the functions of the Bell Timer. 

�Õ The period for which repair services are available varies over a wide range depending on 
how your Bell Timer has been used. It should be noted that even if repair services are 
made available, the timing accuracy may not be reinstated. For details, consult your 
SEIKO dealer or agent. 

�Õ It is to be understood that SEIKO reserves the right to use substitutions for parts or 
accessories for the purpose of repair service. 

�Õ If you should have any question or inquiry, please do not hesitate to consult your SEIKO 
dealer or agent.  

 �
 �

 ��)�� �
WARNING  �

�2�¸!ž!Z!y�p!s�e!•!s!Ž!•!s!Ž�d�e�C!±!†!~!ž�d�e�ß�H!§!ƒ���Â!~!•!„
!s![�2�¸	è���•�Ì�s!•�´!{���•!†!Ž!¹�2�¸"�
Ë�o!Á�
!u!—	[�S!³�É�Î!•
�¾�Æ!š!™!¹!­!ˆ![ �

Call your nearby SEIKO dealer or agent for repair service. Unauthorized 
disassembly, repair or modification may cause electric shock accidents 
or fire accidents. �
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��
Timing accuracy of 
built-in quartz oscillator � Mean monthly rate: ±3 sec.(+5>| +35 ù ) �

Indication �
Analog    :  2-hand type 
Digital     :  Year, month, date, day of the week, hour, minute 

and seconds (24-hour format); LCD display 

Time setting � By keying data from the control panel. 

Clock unit �

Time correction � Correction by standard radio wave (Japan Only)  �

Number of programs � 60 max. �

Setting unit � In 1-minute increment �

Setting system � By LCD screen-guided keying of data from the control panel �

Contact signal output � 2 independent channels (dry contact signal) �

Current-carrying 
capacity of contacts �

AC125V / 5 A 

AC250V / 3A 

DC30V / 5A �

Timer �

Contact output duration � Adjustable in seconds (Max. duration: 24h00m00s) �

Title of the music �

 # " � F g ` W e �

 �  �  ? W ^ a V k � "q"’  "S"T �  �Westminster Chime"K40 Sec."L �

 �  �  �  �  � "q"’  "S"U �  �Edelweiss"K42 �Sec."L �

 �  �  �  �  � "q"’  "S"V �  �Melody Fair"K43 Sec."L �

 �  �  �  �  � "q"’  "S"W �  �Chim Chim Cheree"K40 Sec."L �

 �  �  �  �  � "q"’  "S"X �  �Bibbidi-Babbidi-Boo"K30 Sec."L �

 �  �  �  �  � "q"’  "S"Y �  �Yuyake Koyake"K40 Sec."L �

 �  �  �  �  � "q"’  "S"Z �  �Going Home"K45 Sec."L �

 �  �  �  �  � "q"’  "S"[ �  �Etude Op.10,No.3"K45 Sec."L �

 �  �  �  �  � "q"’  "S"\ �  �Beauty and the Beast"K44 Sec."L �

 �  �  �  �  � "q"’  "T"S �  �A Whole New World"K41 Sec."L �

Built-in speaker � 8��  �  ! �500mW �

Melody �

Line output � 150mV (47k�� ) �

Input Power supply � AC90V>| AC120V, AC200V>| AC240V �
Power
consumption � approx. 4.0W �

Operating
temperature
range �

-10 ù >|  +50 ù �

Commercial
power failure 
backup �

Clock       :  24 hours 

Programs   :  10 years �

Overall dimensions � W270×H372×D58.5 (mm) �  �  �  �  �  �  �  �  �  �

Installation � Wall mounted type �

External finish � Synthetic resin, ivory-colored �
Construction �

Mass � approx. 2.0 kg (main body) �
Applied
safety law or 
regulation �

Electrical Appliance and Material Safety Law (Japan Only)  �

��

��

��
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"T"Y"Q!ý"�!Ö"�"��¨�-�� ! Programming Table
��

�K!l���Š�� Contact output���Y�¥��

Day of the week 

�¥�� �v�� !F�� �È�� �Œ�� 5 �� �u�� �&�+��

>ª>½>¹>–>¼>µ>¯ �1�R����
Program

No.��
Sun Mon Tue Wed Thu Fri Sat 

6ä���ì�I
Start time

�ì>8�(��
���+�����������0��

>°>¹>¡>¼>†
�1�R����

Melody 
No.

�� ��

���Š�ì6ë��
Output duration

�ì6ë��>8���(��>8��&Ê��
���+�����������0�����������6��
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Remarks 

>/�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>4�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>5�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>6�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>7�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��

>/>.�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>/�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>0�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>1�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>2�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>3�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>4�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>5�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>6�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>/>7�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>.�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>/�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>0�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>1�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>2�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>3�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>4�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>5�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>6�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>0>7�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>.�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>/�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>0�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>1�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>2�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>3�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>4�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>5�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>6�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>1>7�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>.�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>/�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>0�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>1�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>2�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>3�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>4�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>5�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>6�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>2>7�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>.�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>/�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>0�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>1�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>2�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>3�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>4�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>5�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>6�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>3>7�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��
>4>.�� �� �� �� �� �� �� �� >8�� �� �� �� >8�� ��>8�� ��


